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Calculation

Technical Information

BearingNo.: NACHI 7308BDT

BBearingType TandempT) v BClearance - BTolerance Class  Normal Class v
Dimensions Dimensions

d=40 0 da1(min) =49
-0.012 8 da2(min) = 45
0 Da1(max) = 81

D =90 B
-0.015 M - | ry Da2(max) = 84.6
0 = g -

B =23 ' ra(max) = 1.5
0.000 . -

b A A / \ ~ ral(max) =1
r=15~2.3 n T Fa Mass = 1.31 kg
(Radial Direction) % - _
r=15~4 e |11 _|Y = I O vz

B al|; e
(Axial Direction) A s J s
rMm=1~15 -

k= . !

(Radial Direction) i, 3 {
¥ Ly £
r1=1~3 L 0__!
(Axial Direction) — d
a=15.8
Basic Dynamic Load Rating Cr : 75,000 N INNER RING OUTER RING
Basic Static Load Rating Cor : 62,500 N OID:SurfzcelRuncoutiwithSidsl: -
Limiting Speed ; Axial Runout with Bore : -
Grease Lubrication : 5,000 min™ Axial Runout with Raceway : - -
Oil Lubrication : 6,700 min”' Width Variation : 0.020 0.020
Radial Runout : 0.015 0.035
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