
553390240090
General purpose relay 7 - 10 A

This image is for illustrative purposes only and 
therefore may not represent the exact product 

code. Colours may vary.

Technical description: 
Industrial relay, Plug-in socket version, 3 pole, CO (nPDT), 10 A, AgNi, DC coil, 24 V, operating from 
19.2 to 26.4 V, rated power 1 W, resistance 600 Ω, consumption 40 mA, holding voltage 12 V, must 
drop-out voltage 2.4 V, option: Lockable test button + LED + diode, ambient temperature from -40 
to +85 °C
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Technical Features:

Ambient temperature range: -40...85 °C

Commercial Description: General purpose plug-in relay. 3 CO 10 A. For use with 94 Series sockets.  With AC or DC 
coil.  Lockable test button and standard mechanical indicator on 2- and 4-contact Types.

Contact confguration: 3 pole, CO (nPDT)

Dimensions: 20.7x37.2x27.7 mm

Electrical liIe: 200000 cycles

/nsulation coilNcontacts: 4 kV

vominal (oltage DC: 24 V

Operating range DC: 19.2...26.4 V

Rated contact (oltage: 250 V AC

Rated current )contactsw: 10 

Rated poqer DC: 1 W

Supply: DC coil

Certifcations and ?uality appro(als )according to typew:

The information, technical details, data and features contained in this document are subject to change or modiFcation at any time.
It is for information purposes only and does not form

the basis of a contract.
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