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Modular contactor
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_— T . Technical description:
Modular contactor, 63 A, 4 pole, NO, 63 A, AgSn02, AC/DC cail, 230V, operating from 196 to 264 V
BT (AC) e da 196 to 242 V (DC), rated power 6 VA (AC)/(DC), holding voltage 195.5 V (AC)/(DC), must
. » drop-out voltage 46 V (AC)/(DC), option: Mechanical indicator, ambient temperature from -25 to
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This image is for illustrative purposes only and

therefore may not represent the exact product
co)clie. Colc'))urs may vary. P BROWSE PRODUCT PAGE

Technical Features:

Ambient temperature range: -25..70°C

Modular contactor 63 A - 4 contacts. With NO and NC contact gap > 3 mm, double break and
coil and contacts continuously rated. Suitable for loads with high peak currents (240 A).

Commercial Description:

Contact configuration: 4 pole, NO
Dimensions: 53.5x91x58.8 mm
Electrical life: 100000 cycles
Insulation coil/contacts: 6kV
Nominal voltage: 230V
Operating range AC: 196..264
Operating range DC: 196..262V
Rated contact voltage: 400V AC
Rated current (contacts): 63

Supply: AC/DC

Certifications and quality approvals (according to type): EH[ C E c@ys EE

The information, technical details, data and features contained in this document are subject to change or madification at any time.
It is for information purposes only and does not form
the basis of a contract.
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